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Xi3 Modular Computer

Overview:

Xi3 Modular Computer with a dual- or single-core 64-bit, x86-based processor supported by the
780E NorthBridge and SB710 SouthBridge chipsets, with dual 2560 x 1600 display outputs.

5A Model # 5342
Processor Module
(Module No. CPU-5A-C21)
Processor/Socket:
Dual-core 64-bit 3400e
Speed: 1.8GHz

Memory: 2GB DDR2

L2 Cache: 1MB

Power: 20 Watts

5A Model # 5202
Processor Module
(Module No. CPU-5A-C21)
Processor/Socket:
Single-core 64-bit 2000+
Speed: 1.0GHz

Memory: 2GB DDR2

L2 Cache: 1MB

Power: 8 Watts

Interface: HI3-1GHz

Primary I/0 Module
(Module No. PIO-5A-M62)

General Specs:

eSATA 3.0, 2.5 and 1.5 support
USB 2.0 support

PMC Optical Interface

SSD Quick Boot (Linux or Windows)

External Connectors:

2 — eSATA 2.5 Ports

6 — USB 2.0 Ports (root hubs)

3 — Reconfigurable Audio channels
(1-3, Microphone, Headphone and/or
Line-in/Line-out)

Internal Gonnectors:
1 -USB 2.0 Connector
1 — Fan Connector

* External Size: 4.0- x 3.656- x 3.656-inches
* Integrated Power Management Controller

* Operating Temp. 32F - 140F

* Non-Operating Temp. -4F — 158F
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Interface: HT3-1GHz

Secondary I/0 Module
(Module No. SIO-5A-G20)

General Specs:

DirectX Support: DX11

Open GL: v2.0

Video Decode: UVD 2.0 - VC-1, MPEG2, MPEG4

HDCP: v1.3b (up to 1080p)

Side-Port Memory: 128MB (DDR2-800)

DP/DVI: 1080p, with Digital Audio (HDMI optional)

Max Resolution: 2560x1600 @ 32bpp (dual output capable)
Dual Display Standard: DVI-DL + VGA, DVI-DL + DP,

VGA + DP (HDMI converter optional)

External Connectors:

1 — Ethernet connector (10/100/1000)

1 - Display port (DP/DVI, HDMI optional)

1 - Display port (DVI-DL + VGA, DVI-DL + DP, VGA + DP)
1 — Power connector (19volts DC @ 3.42amps)

¢ Elevation < 10,000 Ft
* Phoenix Legacy BIOS
* Warranty 3-year Advance Replace (parts)
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